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List of Abbreviationsand Terms

Air Quality Index - An numerica and color coded index for reporting timely ar
quality to the public for five mgor pollutants: ground-level ozone, particulate
metter, carbon monoxide, sulfur dioxide, and nitrogen dioxide.

The systemétic or persstent distortion of a measurement process which causes
errorsin one direction.

Beta Attenuation Monitor - A monitor that uses a source and detector of
emitted beta particles to determine the collection of particulate matter.

Correlated Acceptable Continuous (as currently applied) - A continuous
PM2.5 monitor collocated with a FRM having sufficient comparability to dlow
for areduction in sample frequency of the FRM from daily to onein three days.

Continuous Ambient Mass Monitor - A monitor that measures changesin
pressure drop across afilter tape with particulate matter collected on it to
determine the concentration of fine particulate.

Clean Air Science Advisory Committee - A group charged with statutorily
mandated respongbility to review and offer scientific and technicd to the
Adminigrator on the ar quality criteria and regulatory documents which form
the bagis for the Nationa Ambient Air Qudity Standards.

Data Qudity Objectives - Are quditative and quantitative Satements that clarify
study objectives, define the appropriate type of data, and specify tolerable
levels of potentid errors, that will be used as the basis for establishing the
qudity and quantity of data needed to support decisons.

Federd Equivaent Method - A method for measuring the concentration of an
ar pollutant in the ambient ar that has been desgnated as an equivdent method
in accordance with 40 CFR Part 53.

Federa Reference Method
A measure of the mutud agreement among individuad measurements of the same

property, usualy under prescribed smilar conditions, expressed generdly in
terms of the standard deviation.
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I dentifies one ingtrument as the sanctioned monitor for comparison to the
NAAQS when there are multiple ingruments measuring the same pollutant at
the same site.

Regiond Equivaent Monitor - A potentia new type of equivaent monitor being
proposed in this document that would be limited geographicdly in its gpprova
to where its performance has been successfully demonstrated.

State Air Monitoring Working Group

Sample Equilibration System - A technology utilizing a Naphion® dryer that
alows sample flow streams to be conditioned to low humidity and temperature.

State and Territorid Air Pollution Program Administrators/ Association of
Locd Air Pollution Control Officers

Tapered Element Oscillating Microbaance - A particulate matter continuous
monitor that utilizes an inertid baance which directly measures the mass
collected on afilter by measuring the frequency changes on atapered element.



